
DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

þÿ�S�c�a�l�e�:�  &�’

Slope as steep as possible

Fiberglass catch basin,

for details see Std. No.

BR-SS(7.17)-95-313.

Steel angle secured with

þÿ�2�-���’�’� � � �n�u�t�s

washers see Angle Detail below.

þÿ���’�’� � � �t�h�r�e�a�d�e�d� �r�o�d�

grouted 6’’ min. with nuts and washers

as shown.
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a 4’’ min. embedment (Typ.).
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ANGLE DETAIL

þÿ�S�c�a�l�e�:� �1���

DOWNSPOUT DETAIL FOR PIER CAPS

DIRECTOR

OFFICE OF BRIDGE DEVEL.
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1-23-97

11-17-97

DRAINAGE TROUGH DETAIL AT PIER

FOR EXISTING STRUCTURE

BR-SR(0.05)-95-308

8’’    fiberglass downspout pipe

7-14-08


